
P r o d u c t  d a t a  s h e e t
Bracket  INWARD OPENING
E 250 NT /  E  350 N

AREAS OF APPLICATION

Main closing edge installation for bottom-, top- and side-hung windows, as well as for roof windows
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For installation of the E 250 NT and E 350 N spindle drives

AREAS OF APPLICATION

Main closing edge installation for bottom-, top- and side-hung windows, as well as for roof windows

AREAS OF APPLICATION

Main closing edge installation for bottom-, top- and side-hung windows, as well as for roof windows

GEZE GmbH        Reinhold-Vöster-Straße 21–29        D-71229 Leonberg        TEL +49 7152 203-0        WEB www.geze.de        Mail info.de@geze.com

2024-03-30T04:01:07Z



PRODUCT FEATURES

With eye bolts and leaf bracket

PRODUCT FEATURES

With eye bolts and leaf bracket

TECHNICAL DATA

Productname Bracket INWARD OPENING E 250 NT / E 350 N

VARIANTS / ORDER INFO

Designation Description Ident-No. Colour

Bracket INWARD OPENING E 250 NT / E 350 N With eye bolts and leaf bracket 027223 white RAL 9016

Bracket INWARD OPENING E 250 NT / E 350 N With eye bolts and leaf bracket 027222 according to RAL

Bracket INWARD OPENING E 250 NT / E 350 N With eye bolts and leaf bracket 027218 EV1
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